
Perform this inspection twice a year: spring after freeze-thaw season and fall before freeze-up. Document with photos.

Before you go up

■  Check weather - do not walk a wet membrane

■  Wear soft-soled shoes

■  Fall protection in place within 2m of roof edge

■  Bring phone camera and probe tool

■  Tell someone you are going up

Membrane surface

■  Check for blistering (size, firmness)

■  Look for cracks and surface splits

■  Run hand along seams for lifting or delamination

■  Check granule coverage on mod bit or BUR

■  Note any debris piles or ponding areas

Drainage system

■  Remove drain strainers and clear debris

■  Pour water to confirm drain flow rate

■  Check all scuppers for blockage

■  Confirm overflow drains are clear

■  Check crickets behind large equipment

Flashings and terminations

■  Base flashings turned up 8+ inches at parapets

■  Termination bar anchored and sealant intact

■  Expansion joint covers continuous and undamaged

■  Counter flashings at all penetrations intact

■  Perimeter edge metal fastened and sealed

Equipment and penetrations

■  List every roof penetration - check flashing at each

■  Condensate lines discharging to proper drain

■  No refrigerant oil staining on membrane

■  Equipment on proper curbs or isolation pads

■  No signs of vibration damage around large units

Parapet walls and coping

■  Coping joints continuously sealed - no open seams

■  Masonry mortar joints intact

■  Wall-to-roof flashing transition continuous

Free roof inspection: industrialroofing.ca/free-flat-roof-inspection/


